
Capabilities
+  4:1 Safety Factor

+  �Rated Load:  
3 workers, 900 lbs

+  �Each stair has an ultimate  
load of 1200 lbs, platforms 
have an industry-leading 
ultimate load of 3600 lbs

See reverse for additional features  B

flexdecks.com

Enhance workplace safety, reliability, and productivity on your flatbed 
trailers. The FlexDecks Flatbed Trailer Stand is perfect for a myriad of 
applications, from loading and unloading operations to maintenance 
tasks on trucks, trailers, and other elevated surfaces.

For inquiries, quotes, or to place an order, 
contact our dedicated team at:

346-998-0200  |  sales@flexdecks.com

Flatbed  
Trailer Stand

Multiply  
Safety and
Productivity



Flatbed Trailer Stand

For inquiries, quotes, or to place an order, 
contact our dedicated team at:

346-998-0200  |  sales@flexdecks.com

Features

5ft tall, 53ft long
+ �Matches height of standard flatbed 

deck for easy access to bed level

+ �Covers the full length of the  
trailer for easy access along the 
entire length

+ Custom lengths available

Non-slip walking surface
+ �Decreased risk of slipping even in 

wet or slippery conditions

Fully guarded on all  
exposed sides with guardrail 
and toeboard (except on  
truck side)
+ �Protects workers from falling

Caster wheels and brakes
+ �Wheels allow easy movement of  

the stand to allow quick set up  
and take down

+ �Brakes allow casters to be locked  
in place preventing the stand  
from moving when workers are  
on the stand

Galvanized guardrails  
and handrails
+ �Strong, will not break under loading

+ �Corrosion resistant for long life

+ �Powder coat optional

Aluminum frame
+ �Light weight for reduced effort to 

move the stand

+ �Corrosion resistance for long life

Fully bolted construction
+ �Easy to assemble

4:1 Safety Factor
+ �Can safely support the design loads 

without failure

OSHA compliant  
with ANSI stability 
+ OSHA 1910.23(e)

+ ANSI A14.7-2011

+ �Meets regulatory requirements

+ �Ensures worker safety

+ �Will not tip when used in accordance 
with the instructions

4:1


